14'-17' WALL TO CENTER LINE OF PIPE

TO POWER CIRCUIT

CONDUIT OR PLENUM RATED CABLE - TYPICAL, AS REQUIRED BY CODE CABILITY PROVIDED AND INSTALLED BY OTHERS.

TO POWER CIRCUIT

CEILING MOUNTED PROJECTOR

CENTERLINE OF PIPE SHALL BE OFFSET 3" FROM CENTERLINE OF SCREEN

DUPLX POWER OUTLET MOUNTED THROUGH CEILING TILE IN PEOLELESS CMJ455 PROJECTOR SUSPENDED CEILING MOUNT

3/4" CONDUIT FOR 120V POWER

1-1/2" CONDUIT STUBBED ABOVE ACCESSIBLE CEILING SPACE

1" CONDUIT FOR DATA STUBBED ABOVE ACCESSIBLE CEILING SPACE

FLUSH MOUNTED "HOFFMAN ASE12X12X4" ENCLOSURE WITH 16 GA. 13"X13" FLUSH MOUNT COVER WITH 1" HOLE CENTERED AND 1" CABLE GROMMET. POWER AND DATA BOXES SHALL BE MOUNTED INSIDE 12"X12" BOX. COVER SHALL BE PAINTED TO MATCH ADJACENT WALL SURFACE.

PIGTAIL OUT TO INSTRUCTOR'S STATION BY OTHERS.

SCREEN, DA-LITE, MODEL B #33420 72"X72" MATTE WHITE SURFACE. MOUNTED WITH DA-LITE #40932 6" WHITE WALL BRACKETS.

MARKER BOARD

TYPICAL CLASSROOM MEDIA PROJECTOR INSTALLATION

SCALE: 1/2"=1'-0"