BIKE RACK DETAIL

SCALE: 1"=1'-0"

BIKE RACKS TO BE RIBBON RACK, LENGTH AS DESIRED WITH HOT DIPPED GALVANIZED FINISH. RACKS ARE TO BE SET INTO CONCRETE. NO SURFACE APPLIED MOUNTINGS WILL BE ALLOWED.

2" SCHEDULE 40 PIPE
2 3/8" O.D.

6" PORTLAND CEMENT CONCRETE WITH INTEGRAL MINERAL OXIDE COLORING AGENT. SEE CONCRETE MIX BELOW. LIGHT BROOM FINISH PERPENDICULAR TO TRAFFIC.

GRADE

3/8 ANCHOR ROD THRU HOLE (INCLUDED BY MADRAK)

CONCRETE MIX

MATERIALS PER CUBIC YARD: R 5.5 AE 3500 PSI

CEMENT: 414 LBS.
FLY ASH: 103 LBS.
ADOBE TAN COLORING: 21 LBS.
FINE AGGREGATE: 1750 LBS.
COARSE AGGREGATE: 1750 LBS.
WATER: 32.0 GALLONS.
TOTAL AIR: 5.0 PCT.
AE: 4.9 OZ.
SLUMP: 2" - 4"

LENGTH AS REQUIRED

ELEVATION VIEW